
: : Technical data sheet : :

Advanced Engineering Ltd
Guardian House, Stroudley Road

Basingstoke, Hants, RG24 8NL. UK
Tel: +44(0)1256 460300

sales@advancedengineering.co.uk 
www.advancedengineering.co.uk

Directions for use

This product should only be used by trained operatives.  The “directions for use” are recommendations only; correct use will depend  upon 
circumstances. To the extent permitted, no liability can be accepted for loss resulting from its use. Advanced Engineering follows a policy 
of continual product improvement.  For this reason, some materials and specifications could change without notice.

ISOLATE DILUTE 5 MINUTES RINSE

CondenCide®

Xi

R36/38: Irritating to eyes and skin. S1/2: Keep locked up 
and out of the reach of children. S26: In case of contact 
with eyes, rinse immediately with plenty of water and 
seek medical advice. S37/39:Wear suitable gloves and eye 
/ face protection. S45: In case of accident or if you feel 
unwell, seek medical advice immediately (show the label 
where possible). S23: Do not breathe spray. S51: Use only 
in well-ventilated areas.

CondenCide®
Irritant

Contains Sodium Metasilicate

Bacteria, fungi and other microbes growing on air conditioning coils are a source of bad odours, allergic reactions and spread of diseases. 
CondenCide® will thoroughly clean and disinfect coils and trays in air conditioning and refrigeration systems including evaporators within 
food preparation areas. 

S p e c i f i c a t i o n
Name 				    CondenCide
Product Code 			   COCI0405
Packing Quantity 		  4 x 5 Litres
Packing Size (L x H x D) cm 	 40 x 30 x 27
Shipping Weight Kg 		  23
Shipping Volume M3		  0.0324 
Application 			   Evaporator Cleaner & 		
				    Disinfectant
Soils 				    Dust, Bacteria, Mould, Slime
Dilution (Water:Product) 		  4:1
Contact Period 			   5 minutes
Rinse/Flush Required 		  YES
Special Features 			   Contains QX-60® - Kills 99.9% 	
				    of bacteria in 60 seconds or	
				    less

Alkaline evaporator cleaner and disinfectant

4:1
makes 25 litres

Dilution 1:4 parts water. Turn off unit and isolate electrics. Apply diluted CondenCide® 
with a low pressure sprayer set on a coarse spray pattern. Saturate areas to be cleaned 
and keep wet for 5 minutes. Contaminated CondenCide® will drain away as normal 
condensate. After cleaning, flush thoroughly with fresh water. Let surfaces air dry 
before re-starting system. 

When used as directed, CondenCide® will control bacteria and fungi – including 
Legionella pneumophila, Salmonella cholereasuis, Staphyloccus aureus, Pseudomonas 
aeruginosa, Eschericia coli, and Aspergillus niger.

Approved by Aspen Pumps and 
other leading condensate pump 
manufacturers

Consult Safety Data Sheet for full safety 
information. Always wear suitable PPE.
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