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Directions for use

This product should only be used by trained operatives.  The “directions for use” are recommendations only; correct use will depend  upon 
circumstances. To the extent permitted, no liability can be accepted for loss resulting from its use. Advanced Engineering follows a policy 
of continual product improvement.  For this reason, some materials and specifications could change without notice.

ISOLATE SPRAY 5-10 MINUTES RINSE

RTU®

RTU® Condenser Cleaner is ideal for application as part of a regular maintenance programme. Highly effective at removing all 
common types of dirt and debris, it also has a biodegradable formula that is very safe to use. Unlike some acidic condenser 
cleaners, RTU® Condenser Cleaner can also be used on condenser units located indoors – making it a very flexible product.

S p e c i f i c a t i o n
Name				    RTU Condenser Cleaner
Product Code 			   RTCC0801
Packing Quantity 			  8 x 1 litres
Packing Size (L x H x D) cm 		 35 x 32 x 18 
Shipping Weight (Kg) 		  9
Shipping Volume (m3) 		  0.02 
Application 			   Air conditioning condenser 	
				    coil cleaner
Soils 				    Dirt/grease deposits
Dilution (water:product) 		  NO
Contact Period 			   5-10 minutes
Rinse/Flush Required 		  NO
Special Features 			   Ready-to-use
				    No dilution

Condenser Cleaner

Isolate electrics. Spray into coil, starting at top corner and working 
methodically across and down. Rinse with fresh water.

S24/25: Avoid contact with skin and eyes. 
S1/2: Keep locked up and out of the reach of 
children. S36/37/39: Wear suitable protective 
clothing, gloves and eye / face protection.

RTU®
Condenser Cleaner

Contains Sodium Metasilicate

Consult Safety Data Sheet for full safety 
information. Always wear suitable PPE.


